
Gaminio vardinių parametrų lentelė
Deleguotasis reglamentas (ES) 811/2013

Tiekėjo pavadinimas arba prekės ženklas IMMERGAS

Modelio žymuo VICTRIX ZEUS 25

Apkrovos profilis XL

Sezoninio energijos patalpoms šildyti vartojimo efektyvu-
mo klasė

A

Energijos vandeniui šildyti vartojimo efektyvumo klasė A

Vardinis šilumos atidavimas 20 kW

Per metus suvartojamos energijos kiekis – galutinė ener-
gija

- kWh

Per metus suvartojamos energijos kiekis – viršutinis šilu-
mingumas (GCV)

37 GJ

Per metus suvartojamos elektros energijos kiekis – galu-
tinė energija

44 kWh

Per metus sunaudojamo kuro kiekis – viršutinis šilumin-
gumas (GCV)

18 GJ

Sezoninis energijos patalpoms šildyti vartojimo efektyvu-
mas

91 %

Energijos vandeniui šildyti vartojimo efektyvumas 80 %

Garso galios lygis (patalpoje) 52 dB

Specialios atsargumo priemonės

For proper installation of the appliance, refer to the chap
ter of the instruction booklet of the appliance dedicated
to the installer and to current installation regulations. Fo
r proper maintenance, refer to the chapter of the instruc
tion booklet dedicated to the maintenance technician an
d adhere to the frequencies and methods set out therein.
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